






























































Product Specification for 6140R 

Opt. Transmlssioni 
Forward/Reverse 

Reverser 
On-the-Go Shifting 
(Yes/No/Partial) 
Clutchi Wet/Dry 
Creeper 

Power Take-Off (PTO) 
Standard 
Optional 

Hydraulics 

Final Drive 

PTO Speeds @ Engine rpm 
PTO Actuation 

Type 
Pump Rated Output, GPM 
(Llmin.) 

Standard 

Optional 
Ratep Flow @ One SCV, GPM 
(Llmln.) 
Max Output @ SCV Couplers, 
GPM (Llmin.) 
Maximum Operating 
Pressure, psi (kPa) 
Maximum Hydraulic Power, 
hp (kW) 
Hitch Draft Control Load 
Sense Type 
Remote Control Valves 
Available 
Hitch Category (SAE 
Designation) 
Hitch Uft Cap. Ib (kg) @24 
In. Bhnd Uft Pt. 

OECD 

Standard 

Optional 
Hitch Uft Cap. Ib (kg) @24 
in. Bhnd Uft Pt. (SAE) 

Standard 
Optional 

Hitch Uft Cap. Ib (kg) @24 
in. Bhnd Uft Pt. (ASAE) 

Standard 
Optional 

Sensing type 
Joystick SCV control 

Type 
Differential controls 
Availability 

Front 
Front &. Rear 

Engage On-the-Go Rear 
Differential Lock 
Axle Type 
Brakes, Type and Control 

Operator Station 

PLUS ECO transmission 50 km/h, John Deere Infinitely Variable 
Transmission (IVT) 0.030 mph to 26 mph (0.050 km/h to 42 
km/h), or John Deere IVT 0.030 mph to 31 mph (0.050 km/h 
to 50 km/h) 
Left-hand base 

Yes 

Wet 
Included with IVT 

1-3/8-ln. 540/1000 reversible shaft 
1-3/8-in. 540/540E/l000 reversible shaft 
540 @ 1987 or 1000 @ 2010 
Electrohydraulic 

Closed-center, pressure/flow compensated 

30.1 gpm 
114 Llmln 
N/A 
30.9 gpm 
116.8 Llmln 
30.8 gpm 
116.5 Llmln 
2900 psi 
20,000 kPa 
48.1 hp 
35.8 kW 

Electrohydraullc 

3-450 Series Mechanical SCVs standard, 3 to 4 electrohydraulic 
SCVSi 2 or 4 mechanical SCVs are optional 

Category 3/3N 

8,1991b 
3719 kg 

8,216 Ib - 2 x 85 mm 11ft cylinders Ib 
36.5 kN - 2 x 85 mm lift cylinders 
N/A 

N/A 
N/A 

N/A 
N/A 
Electronic lower link 
Mechanical or electronic 

Inboard planetary three pinion 
Electrohydraullc 

Yes 
Yes 

Yes 

Rack and pinion 
Hydraulic wet disc 

Rollover Protective Structure, N/A 
005 

Rigid - Foldable - N/A 
Telescopic 
Platform -
Flat/Straddle N/A 

1-..&..L- .. II .. __ .. __ .. ...1 _____ _ _ _ 1 __ ____ __ Ir-'\. _ _ 1 _ __ C'1 ___ _ _ _ .L! _ __ i"1 _ ___ , _ ... 0 . 1. . ... n . .... r 1 1 r1 

Page 2 of4 

"",,...,.,,..."' .. JI 



Product Specification for 6140R 

Gearshift Location N/A - Console/Floor 
Cab 

Doors 
Platform -
Flat/Straddle 
dB(A) Rating 70.S 
Seat Suspension 
System 

2WD Dimensions 
Wheelbase, in. (mm) TBD 
Front Tread Range, In. (mm) TBD 
Rear Tread Range, In. (mm) 
Minimum Rear Tread Setting, TBD 
In. (mm) 
Front Axle Clearance, in. 
(mm) 

Turning Radius w/Brakes, ft TBD 
(m) 
Turning Radius w/o Brakes, 
ft(m) 
Unballasted Operating 
Weight, Ib (kg) 
Approx. Ship Wgt, Ib (kg) 
Open; Cab 

MFWD Dimensions 

TBD 

TBD 

TBD 

Wheelbase, in. (mm) 10S.S in. 
2765 mm 

Front Tread Range, in. (mm) TBD 
Front Axle Clearance, In. 
(mm) 20.Sln. 

Turning Radius w/Brakes, ft TBD 
(m) 
Turning Radius w/o Brakes, 
ft (m) 
Limited Slip Differential 
Un ballasted Operating 
Weight, Ib (kg) 
Approx. Ship Wgt, Ib (kg) 
Open; Cab 

4WD Dimensions 

1BD 

Yes 
N/A 13,5S0 Ib 
N/A 6160 kg 
N/A; 13,5S0 Ib 
N/A; 6160 kg 

Wheelbase, In. (mm) N/A 
Wheel Tread, Min. to Max. in. N/A 
(mm) 

Turning Radius w/o Brakes, 
ft(m) 
Nebraska Test Unballasted 
w/Duals, Ib (kg) 
Unballasted Weight, Ib (kg) 

Standard Tires 
2WD 

MFWD 

4WD 

Front 
Rear 

Front 
Rear 

Track widths 
Miscellaneous 

Country of Manufacture 
Ballasting Restrictions, Ib 
(kg) 
*Notes 

N/A 

N/A 

N/A 

11.00-20 In. 
4S0/S0R46 

3S0/S5R30 
4S0/S0R42 
N/A 
N/A 

Waterloo, Iowa, United States 

Refer to operator's manual 

Updated - 12 July 2013 
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Product features are based on published information at the time of publication and are subject to change without notice. All 
trademarked terms, Including John Deere, the leaping deer symbol and the colors green and yellow used herein are the property 
of Deere & Company, unless otherwise noted. Availability of products, product features, and other content on this site may 
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Product Specification for 6140R Page 4 of4 

vary by model and geographic region. 

Engine horsepower and torque information are provided by the engine manufacturer to be used for comparison purposes only. 
Actual operating horsepower and torque will be less. Refer to the engine manufacturer's Web site for additional Information. 

Copyright © 1994-2014 Deere & Company. All Rights Reserved. 
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II JOHN DEERE 

Cherokee County Tractor Bid 

Options for the 6140R Tractor 

1. Economy PTO 
3 speed 540/540E/1000 

O'MALLEY IMPLEMENT CO., INC. 
1076 S. Hwy 69 
Pittsburg, KS 66762 
Phone: 620-231-0950 
Fax: 620-231-0955 
www.jdgreen.net 

540E is an economy mode that allows engine to run at lower RPM and saves you fuel. 
Cost $800.00 

2. JD Link 
Select features include machine utilization information, machine reports, machine 
diagnostics. 
1 year $1 ,400.00 
3 years $2,600.00 
After the year selected, an annual subscription renewal is required. 

3. Auto Quad Plus Trans 
20F/20R = 25 MPH machine 
Moving of the tractor would increase $2,600.00 

4. Rear fender extensions 
For protecting debris around side of cab $550.00 

These are some options that I looked at as I went through the quote. If there are any questions 
we can answer, give me a call. 

Brent Jessee 
O'Malley Implement 
Cell#: 620-249-3347 
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